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             Densi Endüstriyel Tartı Sistemleri

CL CX CM 3T 5T 10 T Crane Scales

RS232 Protocol Output

Scale capacity: 5000kg

Division :1kg 

Version : Ver9.2

=00000000=00000000=00000000=00000000 

when no weight _ zero display

=53100000=53100000=53100000=53100000

when positive weight on display : Display weight :13kg
=9310000-=9310000-=9310000-=9310000-

when negative weight on display : -Display weight : -14kg
=62200000+=62200000+=62200000+=62200000+

when positive weight and press Print key on hamd unit:(data out with plus sign) Display weight :23kg

15 Crane Scales RS232 Protocol Output

Scale Capacity :15 tons, division 5kg

RS232 output 
weight on scale display
=9100:000

10000kg

=1400;000

11005kg

=6200<000

12005kg

=4400=000

13005kg

=9200>000

14005kg

=0400?000

15005kg

=8920@000

16030kg

As a reminder to your side; The weight data format of the 15T scale

was different for the weights above 10T. For example, when the

weights are above 10T as 10T, 11T, 12T,13T, 14T, 15T ; the data

characters sequence were different. So we had created special

program according to those data characters.

C#  Code

String stt;

stt = stt.substring(1,8);

    if(endChr == 61 )    {




// end chr “=”
        if(stt.indexOf('+') >= 0)       {

            bool_VincPrint = true;



// Print key

        }

    stt.replace(F(".0"),F(""));



// 1 ton

    stt.replace(F(":0"),F("01"));



// 10ton

    stt.replace(F(";0"),F("11"));



// 11ton

    stt.replace(F("<0"),F("21"));



// 12ton

    stt.replace(F("=0"),F("31"));



// 13ton

    stt.replace(F(">0"),F("41"));



// 14ton

    stt.replace(F("?0"),F("51"));



// 15 ton

    stt.replace(F("@0"),F("61"));



// 16 ton

   String display = strrev(sst);  


      // reverse

    }

}

When you log in via the web browser on Ac point, you can access the page at 10.10.101.254
You can enter a static or dynamic IP address as SSID.


We recommend that you keep the Wifi work mode as AP+STA.
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In the Transmit setting section, you can set either Server or client and give the port number from the socket settings.

Do not change serial port settings.

If you wish, you can give a separate port number as a client from Socket B. You cannot create a Server from Socket B.
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